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Application Data Sheet: FGI 351 / IGN 50 (v.2)


Instructions: Complete as many fields as necessary to properly describe the application. Those marked by * are required fields. 

Default Settings are configuration parameters that are programmed unless otherwise specified.

	
	Customer Information
	

	*1
	Contact
	

	*2
	Company
	

	3
	Address
	

	*4
	Phone, Fax, Email
	

	5
	Date
	

	6
	Project Reference
	

	*7
	Quotation or Order
	

	*8
	Quotation Required by [date]?
	

	
	Process Conditions
	

	9
	Heater Type and Qty (Dehydrator, Line Heater, etc) 
	

	10
	# of Burners
	

	11
	Fuel Type: Pilot? Main Burner?
	

	12
	Pilot Type: Perforated? Straight Tip? Other?
	

	13
	BTU Rating: Pilot? Main Burner?
	

	
	FGI System
	

	*14
	FGI Quantity (submit 1 worksheet for each Heater type/design)
	

	15
	Ignition cable length
	10 ft  (length supplied by Titan-can be reduced in the field)

	
	Configuration
	

	16
	Power Source
	12 VDC
	24 VDC
	24VAC

	*17
	Timer: Pre-Purge (1 sec to 160 min, no default)
	_________ Seconds

	*18
	Start on power-up (default = ON)
	ON
	OFF

	*19
	Remote Start Enable (default = )
	ON
	OFF

	*20
	Soft Start (not recommended below 3 MM Btuh, default = OFF)
	ON
	OFF

	*21
	Sleep Enable (default = ON)
	ON
	OFF

	*22
	Low Fire Start (provide timing in line 23 below, default = OFF)
	ON
	OFF

	*23
	Timer: Low-Fire Start (1 sec to 160 min, default = 1 second)
	_________ Seconds

	
	Safety Alarm Auto Restart  (Default = off)
	
	

	*24
	Safety Alarm   (default = OFF)
	ON
	OFF

	*25
	Low Pressure   (default = OFF)
	ON
	OFF

	*26
	High Pressure   (default = OFF)
	ON
	OFF

	*27
	Low Level   (default = OFF)
	ON
	OFF

	*28
	High Temperature   (default = OFF)
	ON
	OFF

	
	Thermocouple
	

	29
	Required
	Supplied 

	30
	Cable length
	20 ft  (length supplied by Titan-can be reduced in the field)

	
	Installation
	

	31
	Installation company
	

	32
	Site: Name, location
	

	33
	Contact name
	

	34
	Contact phone, fax, email
	

	*35
	Installation date / date equipment required
	

	36
	Installation condition (new, used, in-service)
	

	37
	Internal Use: DCM, OS, IS
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